
                                                                                                                                                                                                                                                          

U.C.P 

 
 
la- ih- ,l- / No. PS/128/67/2010                                                                                                                    

   
esllZ./ M/s.          
 
 
 
 
 
 
 
 
 
fiz; egksn; / Dear Sirs, 

 
 “fnukad _______________  dh iwNrkN ls ___________   dh vuqfdz;k esa fnukad ____________dh  uoksfnr 
nj lwph,” fyQkQs ij fy[ks eqgjcan fuoksfnr nj lwph fuEufyf[kr Hk.Mkjksa dh vkiwfrZ ds fy, laLFkku fnukad ____________ 

ds 18-00 ?kaVks rd fueaf=r gS ftUgs nwljs fnu 15-00 ?kaVks rd [kksyk tk,xk l 

  
 Quotation in sealed cover superscribed there on Quotation due on   25.01.2011   in response to Enquiry 
No. PS/128/67/2010 dated 23.12.2010 are invited for the supply of under-mentioned stores so as to reach this 

institute latest by 12-00 hours on  25.01.2011 which will be opened on the same day at 15-00 hours. 

                                 
 lkekU;r% [kksyus ds fnukad ls de ls de 60 fnuksa dh vof/k rd ;g fuosfnr njlwph oS/k jgsxh l 
 The quotation shall normally remain valid for a minimum period of 60 days from the date of opening 
 
 bl i”B dh nwljh vkSj Nis vuqns’kksa dks /;ku esa j[k dj fuoksfnr njlwph Hkjh tk,xh l 

 The quotation shall be filled in with the consideration to the instruction printed overleaf. 

dze la- 

Sr. No. 

Hk.Mkj dk fooj.k 

Description of Stores 

bdkbZ 

Unit 

ek=k 

Quantity 

 
01. 

 
 
 

 
 

 

Automatic Weather Station  
 

Specifications: (As per enclosure) 
 

 
No. 

 
 

    

 
03 Nos. 

 
 
 

    

Note:-  (1) Enquiry Letter No. and due date should be mentioned on the top of envelope. 
 (2) If above item is available on Rate Contract basis, then please specify accordingly in the quotation. 
  Also enclose Rate Contract copy.  

 (3) Technical literature & pamphlet if any, may please be enclosed. 
 (4)  Quotation by fax / e-mail will not be considered.  

 ,l-Vh-@lh-,l-Vh-@vkfn ds fy, laLFkku              Hkofn;@ Yours faithfully 

dksbZ fj;krh QkeZ ugha ns ldrk l 

This Institute is unable to furnish any 
Concessional form for S.T / C.S.T. / etc.          
 
                                   (V.R. Mali) 
                            Senior Technical Officer - II
                             for Director 
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ÊxÉªÉ¨É +Éè®ú ¶ÉiÉç ÊxÉªÉ¨É +Éè®ú ¶ÉiÉç ÊxÉªÉ¨É +Éè®ú ¶ÉiÉç ÊxÉªÉ¨É +Éè®ú ¶ÉiÉç ((((WÉÉ®úÒWÉÉ®úÒWÉÉ®úÒWÉÉ®úÒ))))    
                    Terms and Conditions (contd.)Terms and Conditions (contd.)Terms and Conditions (contd.)Terms and Conditions (contd.)    
    
14. nù®ú {ÉjÉ ¨Éå ÊxÉ¨xÉÉÆÊEòiÉ ¤ÉÉiÉÉå Eäò ºÉÆnù¦ÉÇ ¨Éå º{É¹]õ VÉÉxÉEòÉ®úÒ nùÒ VÉÉxÉÒ +É´É¶ªÉEò ½èþ VÉèºÉä ÊEò ªÉÚÊxÉ]õ EòÒ¨ÉiÉ, Ê´ÉGòÒ Eò®ú, 

{ÉÊ®ú´É½þxÉ, ºÉÆGò¨ÉhÉEòÉ±ÉÒxÉ ¤ÉÒ¨ÉÉ, ºlÉÉÊ{ÉiÉ Eò®úxÉä EòÉ JÉSÉÇ +Éè®ú BEò ´É¹ÉÇ EòÒ =ºÉÒ VÉMÉ½þ EòÒ ´ÉÉì®Æú]õÒ * Ê´ÉGòÒ Eò®ú ¨Éå 
EòÉä<Ç ¨ÉÉ¡òÒ ªÉÉ UÚô]õ Ê¨É±ÉxÉä Eäò ¤ÉÉ®äú ¨Éå ºÉÆºlÉÉxÉ EòÉä<Ç |É¨ÉÉhÉ{ÉjÉ WÉÉ®úÒ xÉ½þÒ Eò®äúMÉÉ * +{ÉÚ®úÒ VÉÉxÉEòÉ®úÒ näùxÉä́ ÉÉ±Éä 
nù®ú{ÉjÉÉåEäò ¤ÉÉ®äú ¨Éå EòÉä<Ç Ê´ÉSÉÉ®ú xÉ½þÓ ÊEòªÉÉ VÉÉBMÉÉ iÉlÉÉ ®úqù ÊEòªÉÉ VÉÉªÉäMÉÉ * 
Quotations must clearly indicate the features offered Unit Price[ Sales Tax, Transport, 
Transit Insurance, Installation charges and one year on-site warranty. Institute cannot 
furnish any certificate for exemption or reduction in Sales Tax etc. Incomplete Quotation 
will not be considered and rejected.  

15. +ÊOÉ¨É EòÉ ¦ÉÖMÉiÉÉxÉ xÉ½þÓ ÊEòªÉÉ VÉÉBMÉÉ * 
 No advance can be paid.  
16. EäòxpùÒªÉ =i{ÉÉnù ¶ÉÖ±Eò Eò®ú Eäò ´ÉäiÉxÉ ºÉä ºÉÆºlÉÉxÉ EòÉä UÚô]õ |ÉÉ{iÉ ½Öþ<Ç +Éè®ú +Éè®ú +MÉ®ú +É´É¶ªÉEò ½þÉä iÉÉä, +xÉÖ®úÉävÉ {É®ú 

Ê´É¨ÉÉäSÉxÉ |É¨ÉÉhÉ{ÉjÉ WÉÉ®úÒ ÊEòªÉÉ VÉÉªÉäMÉÉ * 
Institute is exempted from the payment of Central Excise duty and exemption certificate 
will be issued on requested, if required.  

17. +MÉ®ú EòÉä<Ç +ÉìC]ÅõÉìªÉ Eò®ú EòÉ ¦ÉÖMÉiÉÉxÉ ½þÉä iÉÉä, =ºÉEòÉ EÞò{ÉªÉÉ +±ÉMÉ =±±ÉäJÉ ÊEòªÉÉ VÉÉB * 
 Octroi payment if any, the same may please be shown separately.  
18. ¦ÉÖMÉiÉÉxÉ ÊxÉªÉ¨É ÊxÉ¨xÉ |ÉEòÉ®ú ºÉä ½èþ :- 
 Payment terms will be as follows : 
 i) ºÉxiÉÉä¹ÉVÉxÉEò |ÉÊiÉ¹`öÉ{ÉxÉÉ Eäò ¤ÉÉnù 90% ¦ÉÖMÉiÉÉxÉ * 
  99990000%%%% Payment after satisfactory installation. 

ii) ®úÉ¹]ÅõÒªÉEÞòiÉ ¤ÉéEò uùÉ®úÉ ¤ÉéEò MÉÉ®Æú]õÒ EòÉ |ÉiªÉIÉ ÊGòªÉÉx´ÉªÉxÉ ½þÉäxÉä Eäò {É¶SÉÉiÉÂ 10%%%% EòÉ ¦ÉÖMÉiÉÉxÉ ½þÉäMÉÉ, ªÉ½þ 
´ÉÉì®Æú]õÒ +´ÉÊvÉ Eäò ºÉ¨ÉÉ{ÉxÉ iÉEò ±ÉÉMÉÚ ®ú½äþMÉÒ, ÊVÉºÉEòÒ +´ÉÊvÉ ¤ÉføÉ<Ç VÉÉ ºÉEòiÉÒ ½èþ * 

 10101010%%%% Payment after execution of Bank Guarantee from a Nationalized Bank which 
will be valid till the expiry of warranty period including extension if any. 

19. ={ÉEò®úhÉ ºlÉÉÊ{ÉiÉ Eò®úxÉä Eäò {É¶SÉÉiÉÂ º´ÉÒEÞòÊiÉ EòÒ ºÉ¦ÉÒ ¨ÉÉxÉEäò VÉÉÄSÉ {Éc÷iÉÉ±É EòÒ VÉÉBMÉÒ * º´ÉÒEÞòÊiÉ Eäò BäºÉä {É®úÒIÉhÉ 
{ÉÚ®äú ½þÉä VÉÉxÉä Eäò ¤ÉÉnù ½þÒ ºÉÆ¤ÉÆÊvÉiÉ ={ÉEò®úhÉ EòÉ º´ÉÒEòÉ®ú ÊEòªÉÉ VÉÉªÉäMÉÉ * 
All standard acceptance tests will be carried out after installation the equipment will be 
taken over only after successful completion of acceptance tests. 

20. =ºÉEòÒ EòÒ¨ÉiÉ ÎºlÉ®ú +Éè®ú +{ÉÊ®ú́ ÉiÉÇxÉÒªÉ ½þÉäxÉÒ SÉÉÊ½þB +Éè®ú =ºÉ¨Éå EòSSÉÉ ¨ÉÉ±É +Éè®ú PÉ]õEòÉå EòÒ ±ÉÉMÉiÉ ¨Éå ´ÉÞÊrù ½þÉäxÉä 
{É®ú ªÉÉ °ü{ÉªÉÉ-Ê´Énäù¶ÉÒ ¨ÉÖpùÉ Eäò Ê´ÉÊxÉ¨ÉªÉ nù®ú ¨Éå ¤Énù±ÉÉ´É +ÉxÉä {É®ú ¦ÉÒ EòÉä<Ç {ÉÊ®ú´ÉiÉÇxÉ xÉ½þÓ ½þÉäMÉÉ * 
The price should be firm and irrevocable and not subject to any change whatsoever, even 
due to increase in the cost of raw materials and components and Rupee-foreign 
exchange conversion rate. 

21. ={ÉEò®úhÉ |ÉÉ{iÉ ½þÉäxÉä Eäò {É¶SÉÉiÉÂ BEò ¨ÉÊ½þxÉä EòÒ +´ÉÊvÉ ¨Éå ºlÉÉ{ÉxÉÉ |ÉÊGòªÉÉ {ÉÚ®úÒ ½þÉäxÉÒ SÉÉÊ½þB * 
The installation process should be completed within one month from the date of delivery.
  

  

 

 
 
               (V.R. Mali) 
         Senior Technical Officer - II 
                    for Director 
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Indian Institute of Tropical Meteorology 

Pashan, Pune – 411 008 
 

(Enclosure to Enquiry Letter No. PS/128/67/2010/               dated 23.12.2010)  
 

Specifications for “Automatic Weather Station” Qty – 03 Nos.  
 

    
(A) WIND SPEED SENSOR   

Wind speed Sensor      : 3 Cup Anemometer. 

Sensing      : 3 cup assembly mounted on friction free shaft and             

                                                        coupled to a  chopper. 

Starting threshold     : 0.3 meters/sec . 

Range            : 0 to 65 meters/sec .                           

Distance constant                                 :  2.5  Meters                                                                      

Accuracy               : Better than 0.5 m/s up to 10 m/s  + 2% FSD     

Construction  of sensor body   : Brass housing and stainless steel shaft . 

  

 

(B) WIND DIRECTION SENSOR  

Wind Direction Sensor  : Wind Vane. 

Sensing                : Vane coupled to linear endless potentiometer. 

Starting threshold     : Better than 0.5 meters/sec. 

Range                  : 0 to 360 degrees (3 degrees electrical gap in the  
                                                              Potentiometer) 

Resolution             : 1 degree. 

Accuracy               : +/- 3 degrees. 

Operating Temperature              : -40 to + 60 degree Celsius  

Construction of sensor body          : Brass housing, stainless steel shaft and  aluminum vane                                      

           

                                            
    (C)   AIR TEMPERATURE SENSOR   

Sensing    : Standard Platinum RTD element (PT1000,or PT100 

                                                         mounted inside a  weather shield 

 Range     : - 40 degrees to + 60 degrees Celsius. 

Resolution    : 0.1 degrees Celsius. 

Accuracy    :  + 0.2 degrees Celsius. 

Weather Shield   : Weather shield coated with weather proof  
        reflective white paint. 

 

 



 

 

- 5 - 

                                         

 

    (D)  HUMIDITY SENSOR   

Sensing     : Solid state capacity type sensor. 

Resolution     : 0.1 %. 

Range    : 0 to 100 % operating at -40 o C to  +50 o C 

Accuracy              : ± 3% of full scale reading. 

Operating Temperature   : -40 o C to +50 o C. 

Output                                           : 0- 1V for 0 to 100% humidity 

Weather Shield              : Weather shield with weather proof       
                                           reflective white paint coating. 
  

                                       
              (C) AND (D)  OR (E) 

    (E)  TEMPERATURE & HUMIDITY COMBINED SENSOR 

    
 

     (F)                                            ATMOSPHERIC PRESSURE SENSOR 

Range    : 600 to 1100 hpa   Other ranges possible  

Sensor     : Solid state sensor with built in processor for 
                                                         temperature compensation and linearisation.  

Resolution     : 0.1 hpa ( milli bar) 

Accuracy     : + 0.2 hpa. 

Operating Temperature  : 0 o C to +50 o C.  or – 40 to  +60 degree C 

Output     : 0 to 5 Volts. RS232 output optional 

Power requirement  : +12 Volts DC.,  18-20 ma 

Housing              : Weather and insect proof housing . 

Response Time                            : < 2 secs 

 

     (G)                            RAINFALL SENSOR  

Sensor     : Tipping bucket rain gauge. 

Sensing     : Magnet and reed switch (on-off output). 

Resolution     : 0.5 mm. 

Accuracy     : better than + 5% 

Operating Temperature            :  - 4 o C to +50 o C. with built in heater(optional) 

Rim diameter   : 203 mm. 

Collecting area             : 325 mm². 

Continue…… 
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Material     : Raingauge shell made of FRP. Bucket made of   
          stainless steel and mounting assembly of powder  
        coated  brass  
 
Capacity     : Unlimited. 

Sensitivity     : 0.5 mm or, 0.2 mm (rainfall per pulse) 

                                                                     

  

                                           DATALOGGER  

Microprocessor based Weather Monitoring System with built-in clock and Calendar. 

Outputs  : One parallel port for connecting a memory module or 80    
                                        Column Dot Matrix Printer (Centronics comptible).                                                 

     One serial port for serial data transfer (RS 232) 
     One Alphanumeric two line Liquid Crystal Display for   
                                        indicating real time data and time & Calendar. 
 
Input Channels  :  8 

Analog Digital conversion   : 12 bit double slope ADC 

memory module (min 256 K battery backed) through the parallel port. The transmitted 

data can be directly imported in to an Excel file. 

The sensors are mounted on a mast as per the requirement of the user. We provide 

cross arms for mounting the sensors.  

WITH OPTIONAL DESKTOP COMPUTER WITH APPROPRIATE SOFTWARE AND  
WEATHER PROOF ENCLOSURE AND A SOLAR CELL CHARGER. 
 
 
Note : (i) Warranty period may be mentioned clearly. 
 (ii) Make & Model name of the equipment may be mentioned clearly.   

 (ii) Technical specifications compliance sheet may be enclosed with 
                quotation. 

  
 
 
 
 
 

             (V.R. Mali) 
            Senior Technical Officer - II 
                    for Director 
 
         E-mail : vipin@tropmet.res.in 
         Contact No. (020) 25904483 

 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


