
                                                                                                                                                                                                                                                                

U.C.P 

 
 
la- ih- ,l- / No. PS/121/11/2007       fnukad / Date : 

 
esllZ./  M/s. 

 
 
 

   
 
 
fiz; egksn; / Dear Sirs, 

 
 “fnukad _______________  dh iwNrkN ls ___________   dh vuqfdz;k esa fnukad ____________dh  uoksfnr 
nj lwph,” fyQkQs ij fy[ks eqgjcan fuoksfnr nj lwph fuEufyf[kr Hk.Mkjksa dh vkiwfrZ ds fy, laLFkku fnukad ____________ 

ds 18-00 ?kaVks rd fueaf=r gS ftUgs nwljs fnu 15-00 ?kaVks rd [kksyk tk,xk l 

  
 Quotation in sealed cover superscribed there on Quotation due on   18.03.2008   in response to Enquiry 
No. PS/121/11/2007     dated  15.02.2008      are invited for the supply of under-mentioned stores so as to reach 
this institute latest by 18-00 hours on    18.03.2008    which will be opened on the next day at 15-00 hours.                                
 lkekU;r% [kksyus ds fnukad ls de ls de 60 fnuksa dh vof/k rd ;g fuosfnr njlwph oS/k jgsxh l 
 The quotation shall normally remain valid for a minimum period of 60 days from the date of opening 
 bl i”B dh nwljh vkSj Nis vuqns’kksa dks /;ku esa j[k dj fuoksfnr njlwph Hkjh tk,xh l 

 The quotation shall be filled in with the consideration to the instruction printed overleaf. 

dze la- 

Sr. No. 

Hk.Mkj dk fooj.k 

Description of Stores 

bdkbZ 

Unit 

ek=k 

Quantity 

01 
 
 

Supply of XLPE armoured cable for 11 
KV with ISI mark 3 core 185 sq. mm. 
 
Standard alluminium wire with round wire 
armouring and pink colour for outer sheath 
of reputed make approved by MSEDCL. 
 
(Detailed Technical requirements enclosed) 
 
Please mention the MAKE in the Quotation  
    

RMT 2400 RMT 
 

Note:-  (1) Enquiry Letter No. and due date should be mentioned on the top of envelop.  

(2) Quotation by FAX will not be considered.  
(3) Sample may please be enclosed along with Quotation. 

 ,l-Vh-@lh-,l-Vh-@vkfn ds fy, laLFkku           Hkofn;@ Yours Faithfully 

dksbZ fj;krh QkeZ ugha ns ldrk l 

This Institute is unable to furnish any 
Concessional form for S.T / C.S.T. / etc.                   
            
 
                 (S. R. Nirgude) 
                  Senior Technical Officer-II  
                    for Director 
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Indian Institute of Tropical Meteorology 
Pashan, Pune – 411 008 

 
(Enclosure to Enquiry Letter No. PS/121/11/2007/                           dated 15.02.2008)  

 

Specifications for “XLPE armoured cable for 11 KV” – Qty. 2400 RMT.    
 
XLPE armoured cable for 11 KV:-  

General technical requirements  

11 KV earthed, multicore power cables shall normally be with stranded compacted H2/H4 grade aluminum as per IS-8130 /1984, provided 

with conductor screening (of extruded semi-conducting cross link material) and shall be insulated with XLPE of natural colour. Identification 

of cores shall be by colour, as per provision of clause 13.1 of IS-7098 Part-2/1985. The insulation (XLPE) screening shall be provided 

consisting of extruded semi-conducting cross link material in combination with a metallic layer of copper tapes. Three such screened cores 

shall be laid up together with fillers and/or binder tapes where necessary and provided with extruded inner sheathing of heat resistant PVC 

conforming to type ST -2 of IS-5831/1984.  

Maximum continuous operating temperature shall be 90 deg. C under normal operation and 250 deg. C under short circuit condition.  

Armouring shall be provided consisting of single galvanized round steel wires and over the armouring a tough outer sheath of PVC compound 

shall be extruded. The PVC compound for the outer sheath shall conform to type ST -2 of IS:5831/1984 (amended upto date). The colour of 

the outer sheath shall be pink. The cable shall be manufactured strictly conforming to IS-7098 Part-2/1985 amended upto date and shall bear 

ISI mark.  

Sequential marking of length on cable:  

Non erasable sequential marking of length shall be provided by embossing on outer sheath of the cable for each meter length.  

Discharge free construction:  

Inner conductor shielding, XLPE insulation and outer core shielding shall be extruded in one operation by special process (Le. triple extrusion 

process) to ensure that the insulation is free from contamination and voids and perfect bonding of inner and outer shielding with insulation is 

achieved. The bidders are requested to elaborate the manufacturing technique adopted by their manufacturers to achieve this motive.  

NOTE:-   1.  Supplier should provide its guaranteed technical particulars as per IS.  

 2.  Routine high pressure and other testing's and inspection will be carried out by the consultant of the 

purchaser at the factory site before dispatch of material.  

Technical parameters  

 

1. Voltage grade  : llKV (E) grade (Earthed system) 

2. Impulse level  : 75 kVp  

3. No. of cores  : Three cores  

4. Nominal area of conductor  : 3 x 185 mm2  

5. Conductor  : Requirement specified in IS 1753  

6. Type of Insulation  : cross linked polyethylene (XPLE) as per IS 7098                         

Part- 11  

7.    Shielding  : Conductor shielding and insulation shielding. IS 5831  

8. Armoured or Unarmoured  : Armoured - steel round wire IS 3975  

9. Cables to be used in earthed or Unearthed system  : Earthed system  

10.  Quantity  : 2400 RMT 

 
 
 
 
             (S. R. Nirgude) 
               Senior Technical Officer-II 
               for Director 

 


