
                                                                                                                                                                                                                                                                

U.C.P 

 
 
la- ih- ,l- / No. PS/128/74/2007       fnukad / Date : 

 
esllZ./  M/s. 

 
 
 

   
 
 
fiz; egksn; / Dear Sirs, 

 
 “fnukad _______________  dh iwNrkN ls ___________   dh vuqfdz;k esa fnukad ____________dh  uoksfnr 
nj lwph,” fyQkQs ij fy[ks eqgjcan fuoksfnr nj lwph fuEufyf[kr Hk.Mkjksa dh vkiwfrZ ds fy, laLFkku fnukad ____________ 

ds 18-00 ?kaVks rd fueaf=r gS ftUgs nwljs fnu 15-00 ?kaVks rd [kksyk tk,xk l 

  
 Quotation in sealed cover superscribed there on Quotation due on   18.03.2008   in response to Enquiry 
No. PS/128/74/2007     dated  18.02.2008      are invited for the supply of under-mentioned stores so as to reach 
this institute latest by 18-00 hours on    18.03.2008    which will be opened on the next day at 15-00 hours.                                
 lkekU;r% [kksyus ds fnukad ls de ls de 60 fnuksa dh vof/k rd ;g fuosfnr njlwph oS/k jgsxh l 
 The quotation shall normally remain valid for a minimum period of 60 days from the date of opening 
 bl i”B dh nwljh vkSj Nis vuqns’kksa dks /;ku esa j[k dj fuoksfnr njlwph Hkjh tk,xh l 

 The quotation shall be filled in with the consideration to the instruction printed overleaf. 

dze la- 

Sr. No. 

Hk.Mkj dk fooj.k 

Description of Stores 

bdkbZ 

Unit 

ek=k 

Quantity 

01 
 
 

Supply and Installation of Ring Main 
Unit 11 KV Indoor Type 
 

Ring Main Unit 11 KV indoor type with rated 
voltage 12 KV, 50 Hz, 3 phase, single break, 
rated short circuit withstand current 25 KV 
withstand current alongwith compressed air 
quenching chamber, with expoxy insulatiors. 
 

Load break switches 3 nos. – 2 incoming and 1 
outgoing RMU configuration complete with 
panels and connection terminals as per IS – 
9920 
 

(Detailed specifications enclosed) 

Set. 
 

One 
 

Note:-  (1) Enquiry Letter No. and due date should be mentioned on the top of envelop.  

 (2) Quotation by FAX will not be considered.  

 ,l-Vh-@lh-,l-Vh-@vkfn ds fy, laLFkku           Hkofn;@ Yours Faithfully 

dksbZ fj;krh QkeZ ugha ns ldrk l 

This Institute is unable to furnish any 
Concessional form for S.T / C.S.T. / etc.                   
            
 
                 (S. R. Nirgude) 
                  Senior Technical Officer-II  
                    for Director 
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ÊxÉªÉ¨É +Éè®ú ¶ÉiÉç ÊxÉªÉ¨É +Éè®ú ¶ÉiÉç ÊxÉªÉ¨É +Éè®ú ¶ÉiÉç ÊxÉªÉ¨É +Éè®ú ¶ÉiÉç ((((WÉÉ®úÒWÉÉ®úÒWÉÉ®úÒWÉÉ®úÒ))))    
                    TeTeTeTerms and Conditions (contd.)rms and Conditions (contd.)rms and Conditions (contd.)rms and Conditions (contd.)    
14. nù®ú {ÉjÉ ¨Éå ÊxÉ¨xÉÉÆÊEòiÉ ¤ÉÉiÉÉå Eäò ºÉÆnù¦ÉÇ ¨Éå º{É¹]õ VÉÉxÉEòÉ®úÒ nùÒ VÉÉxÉÒ +É´É¶ªÉEò ½èþ VÉèºÉä ÊEò ªÉÚÊxÉ]õ EòÒ¨ÉiÉ, Ê´ÉGòÒ Eò®ú, 

{ÉÊ®ú´É½þxÉ, ºÉÆGò¨ÉhÉEòÉ±ÉÒxÉ ¤ÉÒ¨ÉÉ, ºlÉÉÊ{ÉiÉ Eò®úxÉä EòÉ JÉSÉÇ +Éè®ú BEò ´É¹ÉÇ EòÒ =ºÉÒ VÉMÉ½þ EòÒ ´ÉÉì®Æú]õÒ * Ê´ÉGòÒ Eò®ú ¨Éå 
EòÉä<Ç ¨ÉÉ¡òÒ ªÉÉ UÚô]õ Ê¨É±ÉxÉä Eäò ¤ÉÉ®äú ¨Éå ºÉÆºlÉÉxÉ EòÉä<Ç |É¨ÉÉhÉ{ÉjÉ WÉÉ®úÒ xÉ½þÒ Eò®äúMÉÉ * +{ÉÚ®úÒ VÉÉxÉEòÉ®úÒ näùxÉä́ ÉÉ±Éä 
nù®ú{ÉjÉÉåEäò ¤ÉÉ®äú ¨Éå EòÉä<Ç Ê´ÉSÉÉ®ú xÉ½þÓ ÊEòªÉÉ VÉÉBMÉÉ iÉlÉÉ ®úqù ÊEòªÉÉ VÉÉªÉäMÉÉ * 
Quotations must clearly indicate the features offered Unit Price[ Sales Tax, Transport, 
Transit Insurance, Installation charges and one year on-site warranty. Institute cannot 
furnish any certificate for exemption or reduction in Sales Tax etc. Incomplete Quotation 
will not be considered and rejected.  

15. +ÊOÉ¨É EòÉ ¦ÉÖMÉiÉÉxÉ xÉ½þÓ ÊEòªÉÉ VÉÉBMÉÉ * 
 No advance can be paid.  
16. EäòxpùÒªÉ =i{ÉÉnù ¶ÉÖ±Eò Eò®ú Eäò ´ÉäiÉxÉ ºÉä ºÉÆºlÉÉxÉ EòÉä UÚô]õ |ÉÉ{iÉ ½Öþ<Ç +Éè®ú +Éè®ú +MÉ®ú +É´É¶ªÉEò ½þÉä iÉÉä, +xÉÖ®úÉävÉ {É®ú 

Ê´É¨ÉÉäSÉxÉ |É¨ÉÉhÉ{ÉjÉ WÉÉ®úÒ ÊEòªÉÉ VÉÉªÉäMÉÉ * 
Institute is exempted from the payment of Central Excise duty and exemption certificate 
will be issued on requested, if required.  

17. +MÉ®ú EòÉä<Ç +ÉìC]ÅõÉìªÉ Eò®ú EòÉ ¦ÉÖMÉiÉÉxÉ ½þÉä iÉÉä, =ºÉEòÉ EÞò{ÉªÉÉ +±ÉMÉ =±±ÉäJÉ ÊEòªÉÉ VÉÉB * 
 Octroi payment if any, the same may please be shown separately.  
18. ¦ÉÖMÉiÉÉxÉ ÊxÉªÉ¨É ÊxÉ¨xÉ |ÉEòÉ®ú ºÉä ½èþ :- 
 Payment terms will be as follows : 
 i) ºÉxiÉÉä¹ÉVÉxÉEò |ÉÊiÉ¹`öÉ{ÉxÉÉ Eäò ¤ÉÉnù 90% ¦ÉÖMÉiÉÉxÉ * 
  99990000%%%% Payment after satisfactory installation. 

ii) ®úÉ¹]ÅõÒªÉEÞòiÉ ¤ÉéEò uùÉ®úÉ ¤ÉéEò MÉÉ®Æú]õÒ EòÉ |ÉiªÉIÉ ÊGòªÉÉx´ÉªÉxÉ ½þÉäxÉä Eäò {É¶SÉÉiÉÂ 10%%%% EòÉ ¦ÉÖMÉiÉÉxÉ ½þÉäMÉÉ, ªÉ½þ 
´ÉÉì®Æú]õÒ +´ÉÊvÉ Eäò ºÉ¨ÉÉ{ÉxÉ iÉEò ±ÉÉMÉÚ ®ú½äþMÉÒ, ÊVÉºÉEòÒ +´ÉÊvÉ ¤ÉføÉ<Ç VÉÉ ºÉEòiÉÒ ½èþ * 

 10101010%%%% Payment after execution of Bank Guarantee from a Nationalised Bank which 
will be valid till the expiry of warranty period including extension if any. 

19. ={ÉEò®úhÉ ºlÉÉÊ{ÉiÉ Eò®úxÉä Eäò {É¶SÉÉiÉÂ º´ÉÒEÞòÊiÉ EòÒ ºÉ¦ÉÒ ¨ÉÉxÉEäò VÉÉÄSÉ {Éc÷iÉÉ±É EòÒ VÉÉBMÉÒ * º´ÉÒEÞòÊiÉ Eäò BäºÉä {É®úÒIÉhÉ 
{ÉÚ®äú ½þÉä VÉÉxÉä Eäò ¤ÉÉnù ½þÒ ºÉÆ¤ÉÆÊvÉiÉ ={ÉEò®úhÉ EòÉ º´ÉÒEòÉ®ú ÊEòªÉÉ VÉÉªÉäMÉÉ * 
All standard acceptance tests will be carried out after installation the equipment will be 
taken over only after successful completion of acceptance tests. 

20. =ºÉEòÒ EòÒ¨ÉiÉ ÎºlÉ®ú +Éè®ú +{ÉÊ®ú́ ÉiÉÇxÉÒªÉ ½þÉäxÉÒ SÉÉÊ½þB +Éè®ú =ºÉ¨Éå EòSSÉÉ ¨ÉÉ±É +Éè®ú PÉ]õEòÉå EòÒ ±ÉÉMÉiÉ ¨Éå ´ÉÞÊrù ½þÉäxÉä 
{É®ú ªÉÉ °ü{ÉªÉÉ-Ê´Énäù¶ÉÒ ¨ÉÖpùÉ Eäò Ê´ÉÊxÉ¨ÉªÉ nù®ú ¨Éå ¤Énù±ÉÉ´É +ÉxÉä {É®ú ¦ÉÒ EòÉä<Ç {ÉÊ®ú´ÉiÉÇxÉ xÉ½þÓ ½þÉäMÉÉ * 
The price should be firm and irrevocable and not subject to any change whatsoever, even 
due to increase in the cost of raw materials and components and Rupee-foreign 
exchange conversion rate. 

21. ={ÉEò®úhÉ |ÉÉ{iÉ ½þÉäxÉä Eäò {É¶SÉÉiÉÂ BEò ¨ÉÊ½þxÉä EòÒ +´ÉÊvÉ ¨Éå ºlÉÉ{ÉxÉÉ |ÉÊGòªÉÉ {ÉÚ®úÒ ½þÉäxÉÒ SÉÉÊ½þB * 
The installation process should be completed within one month from the date of delivery.
  

  

 

 
 
             (S. R. Nirgude) 
               Senior Technical Officer-II 
               for Director 
 
 

P.T.O.P.T.O.P.T.O.P.T.O.



    
 

Indian Institute of Tropical Meteorology 
Pashan, Pune – 411 008 

 
(Enclosure to Enquiry Letter No. PS/128/74/2007/                           dated 18.02.2008)  

 

Specifications for “Ring Main Unit” – Qty. 01 Set.    
 

 
RING MAIN UNIT  

Parameters  

 
1.   System Voltage  : 11 KV (Earthed system) 

2.   Designation  : Indoor type  

3.   Type of Break  : Air break  

4.   Rated Voltage  : 12 KV  

5.   Rated Insulation Voltage  : 28 KV RMS/75 KV PEAK  

6.   Rated Current  : 630A  

7.   Rated Frequency  : 50 Hz  
8.   No. of Phase  : 3  

9.   No. of Break/Pole  : Single  

10. Rated short Circuit withstand current  : 25 KA 

11. Rated Short Circuit peak withstand current  : 63 KA 

12. Rated short circuit making capacity  : 20 KA RMS/50 KA PEAK  

13. Applicable standard  : IS 9920 
 

 

Additional combination  
 
 
Load break switch + Aux switch+ Fuse Trip Mech + Shunt Trip + Earth Switch  

This unit will be having 3 panel assembly two nos. for load break switches for incoming supply & one 

no. load break switch with HRC fuse unit fuse rating 40 Amps.  

The construction of the panel will be compact with epoxy insulators, double switch blades, forged 

contacts with arc quenching chamber, lagging pin and loop less current path. The Nylon/FRP 

insulation will make the switch light weight with greater electrical safety and mechanical strength. 

The LBS Panel should be free standing indoor type and RMU type configurations.  

The main frame is welded steel structure and the contacts are mounted on epoxy insulators. The 

upper fixes contact houses the arch quenching chamber and the connection terminal. The switch is 

also equipped with spring-assisted mechanism due to which constant speed is achieved during 

opening and closing operation. The switch is also provided with stored energy tripping device.  

QUANTITY REQUIRED :- 1 SET  

 
 

             (S. R. Nirgude) 
               Senior Technical Officer-II 
               for Director 
 


